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1. Introduction

K5A has been designed to classify each denomination as well as currency by type. It has been
also designed to make note management more efficient by performing sorting, counting, and

settlement according to the fitness of notes as well as counterfeit notes. as counterfeit notes.

- This Operation Manual is for users and describes the product configuration (part name),
operating method, and troubleshooting.
If you read the operation manual carefully before using the product, you can use the

product more efficiently .

- Since this manual contains safety related information, be suret o read the manual before

using the product .
- Keep the Operation Manual in an easily accessible place so you can see it again .

- This manual is subject to change without prior notice due to circumstances, and there

may be slight differences between the contents of the manual and the actual product

- This product and the operation manual, as well as the accompanying materials
(information), may not be reproduced or used for any commercial purpose without prior

permission.

Thank you for using K5A.

7 Kisan Electronics Co., Ltd.
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2. Summary

2.1. Product overview, main functions and precautions

Product overview
K5A has been designed to be used in offices handling large amounts of cash, such as cash
transport companies, cash processing centers and casinos etc.
This product distinguishes the currency, the denomination (amount), and the status of

denominations, and can also determine the authenticity.

Main functions
This product performs the following main functions
(1) Counts notes (Total Note Count).
(2) Classifies notes by currency and denomination
(38) Sorts notes according to the degree of contamination (Fithess Mode)

(4) Identifies authentic / counterfeit notes.

Handling precautions

Thefollowing cont ai ns i nf or ma tsisafaty and@reven devia edailures e r S

Please read and follow carefully .

- To prevent product malfunction or performance degradation,  do not use the product under
the following conditions
(AQ) Hi gh temperature (above 45p)l0oor) | ow temperature
? Proper use t emp e staagatemperatule0-13®5@d 500
(2) A place under direct sunlight
(3) A wet or dusty place 2 Proper humidity: 20~90% RH

(4) A place where chemicals or corrosive gases are used .

- 1 f the product is |l eft for more than 2 houiss at a

turned off, turn on the power and wait for at least 10 minutes before operating.

- You can use this product with 100~240V, 50/60Hz power. Please check the voltage and

frequency of the power source to be used
- Do not open the cover of the Reco Unit and loo Kk into it while the product is on.

- Close all doors and covers before operating the product.

8 Kisan Electronics Co., Ltd.
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- If you open or close the door and cover roughly, strong impact may be applied to the

product, which may cause malfunction or deterioration.

- Do not touch the screen (touch panel) with a pen or a sharp object. The touch panel may be

damaged.

- When handling a banknote jam, look closely at the banknote  transfer path and around the

gate where the banknote jam occurred, and remove any notes  related to the jam.

- Donotuse hard brushes, detergent, benzene, thinner, acid or boiling water for cleaning

Discoloration or rust may occur .
- Be sure to turn off the power and unplug the machine during inspection.
- Long-term use may cause dirt or debris to attach to the sensor and cause e  rrors.
- Remove any foreign substances from the sensor with a brush.
- Never place close to a firearm, such as a stove or heater.
- Never disassemble or repair arbitrarily. This may cause an accident.
- Never place any heavy objects or liquids, such as beverag es, on the product.
- Ground safely when using an absolute plug.

- Electrical short circuit may cause electric shock. When replacing a fuse, turn off the power

when putting your hand into the machine, for example.
- Hold the wires and do not unplug them. This  can cause electric shock and fire.
- Never leave the product in a dusty place to prevent dirt or debris from entering the product.
- Also, do not place them in unstable or rocking areas.
- If storing for a long time, keep it covered.
- Never use badly damaged bills, such as bills mixed with foreign substances, wet bills, etc.
- Be careful not to let hands or foreign objects, such as hair, enter the banknotes.
- Make sure that any folded or crooked b anknotes are straightened out.

Make sure the b anknotes are aligned correctly and placed on the hopper.

9 Kisan Electronics Co., Ltd.
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Product specification

Items Details Unit Remarks
Appearance size 338(W) x 575(H) x 415(D) mm
Weight 38 Kg

1000 (Value and S/N No.)
. Note/
Input speed 1000 (Free Counting) )
) minute
1000 (Fitness)
Hopper capacity 1000 Note
Pocket capacity 200 Note 4
Reject pocket capacity 100 Note 1
Handling note Check, batch card, Voucher, TITO
Transferring method Friction roller
Full Color Image Process, Multi-
Currencies, 20 Auto/Mix Currencies, 48
Function Currencies, SN OCR, Forex, Fitness,
Various Sorting, Casino Clearance
Function, Network Solution (KBMS)
Full Color Dual CIS, UV, MG(18ch), IR,
Sensor
US(21ch)
(01 Linux
Display External 7R T F T Tauch Sereen LCD | Inch (800 x 480 Pixels)
Noise 72 or less dB
Product life 5 Year
Interface USB: 1, LAN: 2, Serial: 3, OP port
Useful Power 100~240V, 50/60Hz V [ Hz
) ) Operating temperature: 10~350 ,
Service environment o
humidity: 20~90% RH
Product certification CE, CCC, GOST,
Environmental
- RoHS, WEEE,
certification

10 Kisan Electronics Co., Ltd.
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2.2. Product composition and functions
Front of the product

The front side of this product consists of hopper, display unit, pocket (normal, reject), and

operating buttons.

[ Hopper

External touch  screen

[ Pocket (4ea)

Reject pocket

- Hopper : This is the part where banknotes are inserted.

- External LCD: You can check the device status (counting, error, etc.) and operate the device
with the touch panel .
Operation menu buttons on the LCD: There are touch buttons [MODE], [BATCH], [DATA,
[MENU], [DENOM], [ADD], [PRINT], [CLEAR]Jand [START/STOP]at the bottom of the screen . A

11 Kisan Electronics Co., Ltd.
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[Start/Stop] button is on the right lower position front -outside of the equipment .

2 For the function s of the operat ing button s, refer to 2.3 Main Screen and Function Configuration .

- Start/Stop 1 :lIsabutton to start or stop feedin g banknotes.
(1) Start/Stop button: If you have set the banknote to be inserted manually, place it on the
hopper and press this button to start the input.
If setting Auto Start, you do not need to press the Start/Stop button, and when a
banknote is detected, f eeding starts automatically.
(2) Start/Stop button: When the machine is running, press this button to stop feeding notes
- Pocket (Normal /Reject): Is a device for stacking fed notes. This product is equipped with a
normal pocket and a reject pocket .
(1) Normal Pocket: Stacks counted notes neatly by type .
(2) Reject Pocket: Stacks the remaining notes other than normal notes .
Due to the nature of stacking the remaining notes except for normal notes, the reject
pocket may not count correctly .
- USB port : Is a device connection port. Use s to back up various logs and data, and upgrade

programs.

Hopper unit

Front cover

open button

Hopper sensor (bottom)

- Hopper Guide: You can adjust the left/right width to match the width of the banknotes
placed on the hopper.

- Hopper sensor (top/ bottom)  : Detects whether there is a banknote in the hopper.

- Pushroller (one-way bearing) : Separate the b anknotes and put them in .

- Kicker roller: Kicks the banknote and put it into the equipment one by one.

12 Kisan Electronics Co., Ltd.
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Rear of the product (power and interface)

_—
OP Panel (LCD)

connection port

LAN port

twork, deb
\(ne ork, debug)

Serial port

(External device, SVC)
AC power

(Switch, power

- AC power inlet (switch, fuse, terminal ): Used to supply power to the device and to turn the
device on and off .

- LAN port (network ): Is a port to connect a LAN cable for communication connection

- LAN port (debug): Is a portto connect a LAN cable for solving a bug.

- Serial port (4ea) Is a port to connect a Serial RS232. This is used to print or debug

13 Kisan Electronics Co., Ltd.
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2.3. Main Screen and Function Configuration

14

Main screen

This is the initial screen that appears on the screen when the device is turned on.  The screen

configuration may differ depending on the program version or system setting status.

?  For how to set the screen that appears first when the device is turned on, refer to the option item

in 6. Management and Setting Function .

1) @) (3) (4)
sn] 7 [1000 [ e

P DENOM BATCH

(13) KRW 1,000 100 P (5)
~ COUNT (6)

KRW 5,000

COUNT
(12) KRW 10,000

COUNT

KRW 50,000

COUNT

TOTAL 3/ E@
o 742.000 K8

(1 1) Deposit (9)

AN N

(10) DENOM
>/l

MENU START/STOP

Kisan Electronics Co., Ltd.
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No. Name Function
1) i.: The flag of currently set currency is displayed.
Click this icon to change the currency setting.
(2) | Current mode Displays the current count mode.
Displayed differently depending on the device setting (menu
option) status .
(3) | Device status Displays the device's current settings .
Displays the count add function On/Off status .
SN Displays serial number detection fun ction On/Off status .
N Displays the On/Off status of the Old/New detection function.
T Displays the tape detection function On/Off status
1000 Displays feeding speed.
Displays the external USB connection status .
(4) | [Time display] Displays the current time .
Click this icon to change the device's time settings.
?  YearMonth-Day - Hour:Min.:Sec.
(5) | Batch quantity Displays the currently set batch quantity
(6) | [COUNT] Displays the number of banknotes counted. (Stacked counted
number per pocket).
Pressthe num ber section to check detailed count information .
(7) | [Total count] Displays the total quantity of banknotes counted.
Pressthe num ber section to check detailed count information .
(8) | [Total amount ] Displays the total counted amount.
Pressthe num ber section to check detailed count information .
(9) | Serial number Displays the serial number as numbers [letters]. (Display
[number] or [REJ] | according to option selection .)
Displays the reject status (displayed when it occurs).
Click this icon to see the reason for rejection .
(10) | Menu [Function] Displays buttons for various functions.
button It will be described in detail in  rFunction and operation R
[Please seeit.]
(11) | Serial number Displays the serial number as an image (displayed according to
[image] or option selection) .
[Deposit] When [Deposit] is set, display and execute button s are displayed.
(12) | Pocket display Displays pocket numbers 1 to 4 (A, B, C, D).
(13) | Pocket setting Displays the status of the denomination (e.g. KRW 1000, mixed,
status automatic, no display) setting.
15 Kisan Electronics Co., Ltd.
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Functions and operation

Among the operating icons (function buttons) of this product, [MODE], [BATCH], [DATA], and
[MENU] on the screen perform different functions depending on how the button is pressed.
- Press briefly : Press the button briefly.

- Press and hold : Press and hold the button for about 3 seconds

é nli A +

BATCH DATA DENOM ADD

— . >/l

PRINT CLEAR START/STOP

Button name Press briefly Press and hold

Change the count mode.

H Each time you press the button, the Switch to the count mode
counting mode changes repeatedly from setting menu screen .
[MODE] Valuey Fi t nRees y

Change the batch quantity.

N Each time you press the button, the batch Switch to the batch quantity
S quantity changes repeatedly setting menu screen.
[BATCH 10y20y50y100y150y200

Switch to the sub -menu [Count Result,

Count Total, Count History, Serial No.] ,
Switch to the count log

selection screen. )
display screen.

[DATA] 2 The sub-menu configuration may differ

depending on the option settings  status.

Switch to the sub -menu [Fitness Level, Tape _
Switch to the Setup menu

Level] selection screen.
screen.

2 The sub-menu configur ation may differ )
] ] ) (Password required)
[MENU] depending on the option settings  status.

16 Kisan Electronics Co., Ltd.
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Print the count information to an external printer

0

[PRINT|

Change Denom: Change the count denomination.

Each time you press the button, the Denom mode changes repeatedly Auto

Yy Mix y Denom.
[DENOM]

Turns the count add function On/Off .

[ADD]

Clear: Clear the current count information .

Cancel: Cancel the job and return to the previous screen

[CLEAR

Start or stop counting .

If paper jam occurs, press this button to  drive the motor and clear jam in

>/m the feed path.

[START/STOP -. Path jam clear.
? The external (Start / Stop) button  (switch button) also performs t he same

function .

17 Kisan Electronics Co., Ltd.
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3. Counting Function

3.1. Basic settings and operation

Language setting

K5A supports 16 languages.

You can change the language displayed on the screenin [ Language] in the 'Setup’' menu.

? You can select one of 16 languages (English, Korean, Russian, Turkish, Spanish, Dutch, French,
German, ltalian, Chinese, Polish, Persian, Arabic, Greek, Taiwanese, Czech, etc.), and selectable

languages may differ by model and software version.

1) Press and hold the [MENU] button t o display the password input screen for entering the
setup menu.

20-04-22

L 1 Setup Login
g VAwE 3 14:09:09

KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

TOTAL
KRW

Deposit

i

BATCH

—

PRINT START/STOP ACCEPT CANCEL

y Enter the four -digit password and press the [ACCEPT button to switch to the setup

menu configuration screen .

y Press the [CANCEL] button to cancel the password entry and return to the previous

menu screen.

18 Kisan Electronics Co., Ltd.
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2) Press[Language] from the setup menu to select

3)

4)

19

USB 6.77/30.14 GByte

Config Mecha

System Language\' Interface

Sensor

Calibration Run Test Currency

Validate
Machine

~
English M pop

(L]

® Korean
Russian
Turkish NESE! T QIE{H 0] A&
Spanish

_) Dutch

O French M 2%
German
Italian

Validate

AH X
Al=d 8= Machine

Chinese
*) Polish
Persian
Arabic
) Greek
O Taiwanesp

Czech

When the list of available languages appears, press and select the language you want to

change (eg: Korean).

Menu and main screen are displa yed in the selected language as shown in the screen on

the right above .

Kisan Electronics Co., Ltd.
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20

Ciisnn

Currency setting

1)

2)

3)

On the initial screen, click the flag icon in the upper left to enter the currency setting

screen.

20-04-22
Eﬂm 15:29:12
i K | %
CNY KRW HKD
- < || DA
JPY SGD GBP AUD AUTO
M
MIX

KRW 1,000
COUNT
KRW 5,000
COUNT
KRW 10,000

COUNT

KRW 50,000

COUNT

KRW usb

Deposit Deposit

a | *

>/l

START/STOP START/STOP

In the currency setting screen, a number of currencies mounted on the product are
displayed in the form of a flag.

The right figure above is an example of selecting USD currency. To select another currency,
touch the Korean flag as shown in the figure above, and a pop -up screen with a number
of currencies displayed will appear. If you touch the flag of the desired country on this

screen, the currency will be selected.

?  Aselectable currency may be displayed differently depending on the product .

If you select the currency you want to count, the currency setup screen closes, and the

icon in the upper left corner changes to the flag of the country.

y If you wantto cancel the currency setup, press the [CLEAR or [START/STOP] button

as it is without selecting the currency.
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Counting and denomination sorting MODE setting
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This product provides three count modes (normal count, fitness mode, free count) and three

denomination sorting modes (auto, mix, designated denomination).

You can switch the counting mode with the

with [DENOM] button .

21

1) Each time you press the [MODE] button briefly, the count mode is changed
d FITNESSd FREEas shown in the red line on the screen below

20-04-22 PR 20-04-22 [ZPR
155025 RGHY ! FITNESS | ) ED RAEEI(E] 15:59:32 FREE
P DENOM BATCH P DENOM
MIX 100 P
A
ATM 0 ” count

MIX 100 P

B
FIT 0 ~ count

MIX 100 P

C
UNFIT O COUNT

MIX 100 P

0 o UNFIT 0 . COUNT
O tomaL 0
O KRW O

Deposit Deposit

- S RN R A
DENOM ADD DENOM ADD
I = >/m ol fl [— >/m

PRINT START/STOP PRINT START/STOP

TOTAL

[MODE] button and the d enomination sorting mode

like SVALUE

20-04-22
15:59:37

BATCH
100 P

A+

DENOM ADD

>/l

START/STOP

2) Each time you press the [DENOM] button briefly, the denomination sorting mode is

changed like $§ AUTO d MIX d DENOM as shown in the red line on the screen below.

20-04-22 | [EPRY 20-04-22 PR
16:07:13 RS2 VALUE [ 7 [1000 [ 16:07:17 (RSl VALUE |

MIX KRW 1,000

COUNT COUNT COUNT

AUTO MIX KRW 5,000

COUNT COUNT COUNT

AUTO MIX KRW 10,000

COUNT COUNT COUNT

AUTO MIX LGUAR

D
COUNT COUNT COUNT

TOTAL
LG
Deposit Deposit Deposit
DENOM ADD

>/l >/l

START/STOP START/STOP

+

ADD

START/STOP
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- Counting method

(1) Value: Sorts and counts banknotes according to the denomination and status.
(2) Fitness: Sorts banknotes according to their status.
(3) Free: Performs only counting without sorting by  denomination and status .

- Denomination sorting mode
(1) Auto: If many currencies are mixed in the inserted banknote s, only the first currency
is automatically recognized and counted and the rest is loaded into the reject pocket.
(2) Mix: If many currencies are mixed in the inserted banknote s, they are sorted by
currency and loaded in the designated pocket.
(3) Denom: Only the designated denomination is sorted and load ed in the pocket, and

the rest is loaded in the reject pocket .

3) Press and hold the [MODE] button to display the status screen showing the current

settings.
You can change the settings by pressing each item.

You can change the counting mode by pressing the [Value], [Fitness], and [ Free] tabs.
You can also change the d enomination sorting mode by pressing the [Auto], [MiX],

[Denom] buttons .

?  Items on the screen below may differ depending on the product settings

Mode

Value Fitness Free Value Fitness Free Value Fitness Free

Mix Benom “ Mix

Face Orient Direction Orient Direction Orient Direction

Add Old/New Tape Ticket Old/New Tape Ticket Old/New Ticket

Scan

Y s Y BB X
NEW ACCEPT CANCEL NEW ACCEPT CANCEL CANCEL

Modes (functions) inside the ,r|:|,r mark line in the center of the upper screen can

also be set and used.
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In addition, different functions can be set for each pocket (A, B, C, D).

Of course, the fitness mode screen below can also be set in the same way  as above.

Mode Mode

Value Fitness Free Value Fitness Free Fitness Free

Mix Denom Auto “ Denom Mix

Direction Direction Direction

Add Old/New Tape Ticket Old/New Tape Ticket Old/New Tape Ticket

& A c T & | c
Auto Mix 1
ATM+Fit ATM+Fit ATM+Fit

» | <  NORMAL » | < | NORMAL

Y ' X Y B vl

ACCEPT CANCEL ACCEPT CANCEL ACCEPT CANCEL

Mode

Value Fitness

NORMAL

y To apply the changed settings, press the [ACCEPT button.

y To cancel the setting change, press the [CANCEL] button to return to the previous

screen.
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Batch setting

1)

Press the [BATCH] button shortly or long to set the batch quantity of notes to be stacked

in the pocket.

Press the [BATCH] button briefly in the count screen to change the batch quantity.
Each time you press the [BATCH] button, the batch quantity changes from

10y 20y 50y 100y 150y 200.

You can check t he batch quantity by the mark ofr 10P, 100PR inside t

screen below.

20-04-22

(s 7 [1000 [ 16:03:36
| BATCH |

10P

P DENOM

TOTAL

KRW

Deposit

A |+

>/l

START/STOP

>/l

PRINT START/STOP

2) Press and hold the [BATCH] button to switch to the screen where you can set the batch

24

guantity or amount .

Kisan Electronics Co., Ltd.
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Batch Setting

Batch Setting

PCS Amount

PCS Amount

IS

10,000
10,000

10,000

v s

ACCEPT CANCEL

v X

ACCEPT CANCEL

[Batch (PCS)]/[Amount]:  You can set the batch in either a batch unit (PCS) or an
amount unit. Select the [PCS] or [Amount] tabto s elect the batch unit.

[Batch quantity /amount ]: You can change the batch by pressing the batch
guantity/amount display part corresponding to each pocket (A to D). Enter numbers on
the number pad to change.

[ACCEPT: Apply the current batch setting and return to the previous screen.

[CANCEL]: Cancel the batch setting and return to the previous screen

Kisan Electronics Co., Ltd.
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Inserting and align ing banknotes

Hold the note width alignment guide (left, right) with both hands and adjust ’

it at appropriate intervals, such as the direction of the arrow.
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3.2. Value

The normal count is a mode that allows you to perform currency, denomination sorting, and
classification of new /old notes at the same time as counting. There are three types of

denomination discrimination modes available in normal count mode: Auto, Denom , and Mix.

Screen configuration

A Counting screen
The counting screen in the normal ¢ ounting mode is the same as the initial screen.

y For the initial screen configuration, refer to the ~ Main screen item.

A Setting status screen

It appears when you press and hold the [MODE] touch button.

Fitness Free
1)

(2) Orient Direction

@ oonow RO T

4)

4 NORMAL

Y X

ACCEPT CANCEL
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(1) Denomination sorting mode setting
- [Auto] : The machine automatically recognizes and processes the denomination.
If a bundle of banknotes mixed with several currencies is loaded in the hopper, only

the currency of the first banknote is counted and the other currencies are rejected.

- [Mix]: Only the designated ones among several currencies are loaded in the set
pocket.
If a bundle of banknotes mixed with several currencies is loaded in the hopper, only a
certain currency is loaded in the pocket preset by the user. Only one currency can be
loaded in each pocket.

Pocket setting is available for currency as well as for each denomination.
Ex) If pocket 1 is set to USD, USD $1~$100 are all loaded in pocket 1.

- [Denom]: Counting by denomination. You can select multiple denominations and

count them.

Theselectedde nomi nation is di splDengmne,dR cam dt hreMirxiRg hits o f

displayed when all the available denominations are selected.

(2) Setting the direction/ side sorting method : Sorts the banknotes according to the

direction and side in which they are inserted. (Example: USD)

hs
95T59956h8

X GOD WE TRUST

ONILEO8 B8 TN

LSHL HM AOH NI

<C: Rear, up> <D: Rear, down>

- [Face]: If the banknote inserted first is the front side, only the front side and if the
back side, only the back side are loaded in the pocket (A+B or C+D), and the rest is

placed in the reject pocket.

- [Orient]: Only the banknotes in the same direction as the first inserted ones are

loaded in the pocket (A+C or B+D), and the  banknotes loaded on the other side are

28 Kisan Electronics Co., Ltd.
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loaded into the reject pocket.

- [Direction]: Recognize both the direction and the side of the banknote, and loads
only the banknotes in the same direction and  side as the first banknote (A, B, C, D

respectively), and the rest i n the reject pocket.

(3) Select additional functions
?  Additional functions appear differently depending on the ‘Mode Option' setting of the Setup

menu [Option]. For mode option settings, referto 6. Management and Setting Function in this

manual.
- [Add]: Turnsthe add counting function on or off
- [Old/New] : Sorts banknotes into new and old according to the time of issuance
[Auto]: Only banknotes of the same generation as the first sheet of the stacked
banknotes are loaded in the pocket, and the rest are  stacked in the reject pocket.
[Old)/[New]: Only banknotes of the selected generation are loaded in the pocket,

and the rest are loaded in the reject pocket

- [Tape]: Turns the tape detection function on or  off.
- [Deposit] : Turns the deposit function on or off.
2 Turn on or off o ther functions such as [Serial Number Comparison (SNC)],

[Ticket], and [Scan] .

(4) Select fitness mode : Select the status of banknotes to be counted (duplicate selectable).
If youselectallcases, r MI XR is displayed on the count scree.
- [ATM]: Only the banknotes with the best status (levels suitable for use in automated and
ATM machines) are counted, loaded in the pocket, and the rest are loaded into the
reject pocket.
- [FIT]: Only the banknotes in good condition (  a level with no problem with gen eral
distribution) are counted, stacked in the pocket, and the rest are stacked in the reject
pocket.
- [UNFIT]: Only the banknotes that are in poor condition (  a level with problems with
general distribution) are counted, stacked in the pocket, and the rest are stacked in the

reject pocket.

Operation method

1) Check that the count mode at the top left of the screen is set to [Value] .

?  The screen configuration may differ depending on the program version or system setting status

29 Kisan Electronics Co., Ltd.



K5A Operation Manual

Vg e
vALE | EIEDEREDE
P Toenou ¥

AUTO

COUNT

AUTO

COUNT

AUTO

COUNT

Ciisnn

In other modes, press the [MODE] touch button
briefly to switch to the [Value] mode, or press and
hold to bring up the status screen, and then select
the mode you want among [Value], [Fitness], and

[Free], and press the [ACCEPT] button to apply .

o y Also, select the mode you want among [Auto], [Mix],

COUNT

KRW

Deposit

A

DENOM

>/l

START/STOP

2) Check the currency settings.

and [Denom] in the [Denom] classification tab

To select the Denom sorting method, click the
function selection button [DENOM] at the bottom of
the basic counting screen to select the mode you

want

If you need to change the setting, tap the flag icon in the upper left of the screen to

change.

? For how to set the ¢ urrency, please refer to the currency setting item.

3) Check the equipment status.

If you need to change the settings, press and hold the  [MODE] button to bring up the

status screen, select/deselect the desired items, and press the [ACCEPT button to apply .

4) Counting starts when you put banknotes in the hopper.

When the counting is finished, a screen showing the count result appears

30

Kisan Electronics Co., Ltd.



K5A Operation Manual

31

5)

6)

= 20-04-28
VALUE  EIRNIER(E] 12:52:13

27

F54305263A REJ

nl A +

DATA DENOM ADD

¢ >/m

START/STOP

Ciisnn

If you press the num ber part of the counting result, you can check the detailed

information.

y Switched to the Count Result screen.

? For details on how to check the count result, please refer to the

count result item.

When reject occurs, press [REJ] at the bottom of the screen to see the cause of reject.

The [REJ] icon is active only when reject occurs .
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3.3. Fitness

Fitness is a mode that sorts according to the state of  banknotes.

Screen configuration
A Counting screen

The counting screen configuration in fitness is basically the same as the initial screen.

y For details on each item, refer to the initial screen item.

A Setting status screen

It appears when you press and hold the [MODE] touch button.

Mode

Value Fitness Free

Q) Mix Denom

2) Direction

3) Add Old/New Tape Ticket

c
(4)

Auto
ATM+Fit

4 NORMAL

Y X

ACCEPT CANCEL
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(1) Denomination sorting mode setting
- [Auto]
- [Mix]

- [Denom]

(2) [Direction ]

0D WE TRUST

<C: Rear,up > <D: Rear,down >

- [Direction] : Recognize both the direction and sid e of banknotes, and stack only the
banknotes with the same direction and side as the first inserted banknotes into the

pocket (A, B, C, D respectively), and the rest into the reject pocket

(3) Select additional functions : Turns on/off add count, new/old, tape, deposit function, and
others (serial number comparison, ticket, scan function, etc.) functions
2 Additional functions appear differently depending on the '‘Mode Option' setting in the Setup

menu [Option]. For mode option settings, referto 6. Management and Setting Function in this

manual.

(4) Select fitness mode : Select the status of banknotes to be counted (duplicate selectable).
If you select all cases, 1 R di$played on the count screen.
[ATM]: Only the banknotes with the best status (levels suitable for use in automated
machines and ATM) are counted, loaded in the pocket, and the rest are loaded into
the reject pocket.
[FIT]: Only the banknotes in good condition ( a level with no problem with general

distribution) are counted, loaded in the pocket, and the rest are loaded in the reject
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pocket.
[UNFIT]: Only the banknotes that are in poor condition (  a level with problems with
general distribution) are counted and loaded in the pocket, and the rest are loaded in

the reject pocket.

Operation method

1) Check that the count mode at the top left of the screen is set to [Fitness] .

?  The screen configuration may differ depending on the program version or system setting status.

y In other modes, press the [MODE] touch button
briefly to switch to the [Value] mode, or press and
hold to bring up the status screen, and then select
the mode you want among [Value], [Fitness], an d

[Free], and press the [ACCEPT] button to apply .

y Also, select the mode you want among [Auto],
[Mix], and [Denom] in the [Denom] classification

tab

Deposit

To select the Denom sorting method, click the
function selection button [DENOM] at the bottom of

the basic counting screen to select the mode you

>/l

START/STOP

want

2) Check the currency settings.
If you need to change the setting, click the flag icon in the upper left of the screen to

change.
3) Check the device status and fitness condition .
If you need to change the settings, press and hold the =~ [MODE] button to bring up the

status screen, select/deselect the desired items, and press the [ACCEPT button to apply.

4) Counting starts when you put banknotes in the hopper .

When the counting is finis hed, a screen showing the count result appears .
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5) If you press the num ber part of the count result, you can check the detailed information.
Yy Switched to t he Count Result screen.

? For details on the count result checking, please refer to the count result section.

6) When reject occurs, press [REJ] at the bottom of the screen to see the cause of reject.

The [REJ] icon is active only when reject occurs .

?  You can check the reason for rejec t by pressing the [REJ] button on the screen below .

20-04-28
12:52:13

Reject - REASON

Reject Reason Count |
R-12  Double (US) 1

F54305263A

AV =

DOWN PRINT

START/STOP
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2  Click the [Banknote] button and select the reject item as shown below to activate the [Image]
button.
And if you press the [Image] button, you can check the reason for reject as shown in the right

screen below.

Reject - Banknote Information / +/-Double (US)

Denom REASON

1 - DoubIE(US):

AV X

PRINT PRINT
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3.4. Free Count Mode

Free count is a mode in which notes such as b anknotes, checks, and test b anknotes are only
counted without distinguishing d enomination and fitness.

This mode does not support denomination classification, counterfeit detection, fitness functions,
etc.

Screen configuration

A Counting screen

The screen composition of free count mode is as shown below.

y For adetailed description of each item, refer to the  Main screen section.

A Setting status screen

It appears when you press and hold the [MODE] touch button

Mode

Value Fitness

1)

)

®3)

4

NORMAL

Y X

ACCEPT CANCEL
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Aditional function  selection : Turns the add counting function on or off (No (1), (2),

(4) setting items in the above screen).

Operation method

1) Check that the count mode at the top left of the screen is set to [Free].

?  The screen configuration may differ depending on the program version or system setting status

P DENOM

y In other modes, press the [MODE] touch button
briefly to switch to the [Value] mode, or press and
hold to bring up the status screen, and then selec t
the mode you want among [Value], [Fitness], and

[Free], and press the [ACCEPT] button to apply .

y In free count mode, there is no selection (display)
in the [Denom] classification tab .

The screen simply shows the count .

A

DENOM

>/l

START/STOP

2) In free count mode, it is not necessary to check other settings other than the add

counting function .

3) Counting starts when you put banknotes in the hopper.

When the counting is finished, a screen showing the count result appears

4) If you press the number part of the ¢ ounting result, you can check the detailed result about count
y Switched to the Count Result screen.

? For details on how to check the count result, please refer to the  count result section.
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3.5 Additional settings and operations

Press the [MENU] button shortly on the count screen to display the menu screen.
You can perform a dditional settings by clicking each item.

Press the [BACK] button to return to the previous screen.

?  The items displayed when you press [MENU] may differ depending on the opti on setting status .

USB 6.84/30:14 GByte

DENOM

¢ >/m

PRINT CLEAR START/STOP

Fitness level adjustment

You can adjust the fitness/ATM sorting level according to the currency setting.
You can switch the screen by clicking the [Fitness] and [ATM] tabs.
The fitness level is the standard for distinguishing fit and unfit of banknotes , and the ATM level
is the standard for distinguishing the ATM  banknotes.
ATM banknotes: These are banknotes in their best condition that can be used in
automated machines and ATM.
Fit: These are banknotes in good condition enough not to interfere with distribution in
general.

Unfit: These are banknotes in poor condition enough to interfere with distribution in

general.
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Fitness Level Select Currency

@ USD

Fitness Level 9

) EUR
) BGN
) GBP

) CHF

EET

5

- [ \ + :Zeft\and right move icon s. You can adjust the level by clicking this icon.
Higher ATM level values cause more banknotes to be classified into ATM banknotes, and
higher fitness level values cause more banknotes to be classified into Ft.
- [USD\ ]: Change the currency to adjust the level .
? The currency to select may be differently d isplayed depending on the product.
- [Default] : The level value is changed to the default setting value.

- [ACCEPT]: Apply the adjusted level value .

Tape level setting

Press the [MENU] button briefly to press and select;,_[Tape Level] on the menu screen that
appears, and the screen changes to the one where can change the tape level.

You can adjust the tape detection level according to the currency setting.
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Tape Level Select Currency

© USD

Tape Level 9

) EUR
) BGN
) GBP

) CHF

DEET

V-

ACCEPT CANCEL

~

5

Z \ + :Leéftand right move icon s. You can adjust the tape detection level by clicking this

icon.

[USD r ]: Change the currency to adjust the tape detection level.

A selectable currency may be displayed differently depending on the product

[Default] : The tape detection level is changed to the default setting value.

[ACCEPT]: Apply the adjusted tape level value.

Data Backup

1)

2)

This menu is available only when a USB memory is connected to the product

You can also execute d ata backup and restoration from t h e

[ Dat a] me n u

For the setting menu, referto 6. Management and Setting Function in this manual.

Press [Backup Data] on the menu screen that appears when you press the [MENU]

button briefly.

You can back up or restore the data of the selected

item.

Kisan Electronics Co., Ltd.
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USB 6.84/30:14 GByte

1 Backy
Fitness Tape Backup | Remove i
b | o ) e | "R N EZ3 C PN
Serial No.
Restore

EN 2 T N

- Backup: Save the information s aved in the product to an external USB memory.
You can back up the information you want by selecting All or items [Count, Serial

Number, Log, Black List, Env (environment), RP, Apl Log, Text].

- Restore: Read the information s aved in the external USB memory and appl y it to the
product.
You can back up the information you want by selecting All or items (environment value,

black list, RP).

Remove USB
2 This menu is available only when a USB memory is conne cted to the product.

This is a function for removing the USB memory connected to the external USB port.

Do this before removing the USB memory .

1) Press[Remove USB] on the menu screen that appears when you press the [MENU]

button briefly.

2) When the message window asking[YesRemove USB?R appe
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USB 6.84/30:14 GByte

Fitness Tape Backup | Remove
Level Level Data UsB

/2\ Remove USB?

Yes No

3) Remove the USB memory from the USB port .

43
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4. Additional Functions

In addition to counting, this product provides additional functions such as Deposit, Scan, Verify
and SN Duplicate Detect .
Additional functions are available only when the corresponding item in the [Option ] menu is

selected in 'Setup' menu.

? For the overall description of the [Option] menu, refer to 6. Management and Setting

Function in this manual.

Option

1) Press and hold the [MENU] button on the main screen, enter the 4 -digit password, and
then press the [Accept] button .

Setup USB 6.78/30.14 GByte

IS
Q.#

Option Config Mecha

P DENOM
KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

Language Interface

Sensor

Calibration Run Test Currency

System Validate
Info Machine

COUNT

DENOM ADD

o >/m

MENU START/STOP ACCEPT CANCEL

2) Press[Option] on the FSetupS screen
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Setup -> Option

Count Option Display Option

v Auto feed start [~ Init count at feed start

I~ CF detect motor stop [~ Banknote sort by high

v Manual Input I~ Reject image

v Refresh auto assign [~ Banknote generation display

I~ Individual batch I~ Count detail view

v Double clear (Add mode) M Detail view switch auto

[~ Jam Recovery M Denomination display always

[~ Old type fitness ui I~ Display mixed currency amount
[~ Display pocket amount

Function Option Print Option
v Serial No. I~ Input reject count
v BlackList detect I~ Auto print
BlackList detect motor stop |~ Denom series print
| v SN duplicate detect | [~ Serial number print
v Save serial number I~ Serial image print
I~ Save serial image [~ Signature line

I~ Save reject serial number Print Bank Name

v Auto total update
[~ Auto backup data to usb

Login Option Mode Option
[~ Select login user v Verify v Free
[~ Request user password v Ticket I~ CF On/Off
[~ User change v Scan - D.D
[~ Dual user I~ Clearance I~ Batch Card
v Deposit v Fitness
¥ Mix Currency
¥ Auto Currency

3) Check (select) the function item to be used.

Refer to the selection of several functions in the red mark (box) line on the screen above

4) Select the function you want to use on the option menu screen, and press the [BACK]

touch button to return to the previous screen. (The selected items are set to be availa ble)

2 This chapter describes some of the functions that can be selected from  SBnt ms Nos hnms$
SEt mbshnmamddmremds Nas hnms
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This function allows you to manually enter and correct the count result when the amount of

money input and the count result are different due to reject.

1) Checkthat SL> mt ~ k iHsnoseslSected i nofriCeun®pOponBniRenu.

If it is off, press the checkbox

to go back to the previous menu

Setup -> Option

Count Option Display Option
¥ Auto feed start I~ Init count at feed start

CF detect motor st I~ Banknote sort by high
I ¥ Manual Input I I~ Reject image
v Refresh auto assign I~ Banknote generation display
I~ Individual batch I~ Count detail view
¥ Double clear (Add mode) M Detail view switch auto
I~ Jam Recovery M Denomination display always
I~ Old type fitness ui I~ Display mixed currency amount
I~ Display pocket amount

Function Option Print Option
v Serial No. I~ Input reject count
Jv BlackList detect I~ Auto print
[~ BlackList detect motor stop |~ Denom series print
¥ SN duplicate detect I~ Serial number print
v Save serial number I~ Serial image print
I~ Save serial image I~ Signature line

[~ Save reject serial number Print Bank Name

¥ Auto total update
I~ Auto backup data to usb

Function timer

Login Option Mode Option

I~ Select login user v Verify v Free

I~ Request user password v Ticket I~ CF On/Off

I~ User change ¥ Scan - D.D

I~ Dual user I~ Clearance I~ Batch Card
v Deposit [V Fitness
¥ Mix Currency
¥ Auto Currency

2) Put the note in the hopper and proceed with counting.

3) When reject occurs, press the [MENU] button briefly and [Manual Input]

the menu window. Press[Manual Input] to switch to the input screen.

2 Ifyoutake out the notes loaded in the pocket after counting, the [

appear. The note in the reject pocket appears as it is even if taken out .

46
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USB 6.78/30:14 GByte

Manual | Remove
Input usB

KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

TOTAL 16
i 328,000

BH 3250756 C kel REJ
B A+

BATCH

- >/m

PRINT START/STOP

4) You can check the currently counted denomination and number on the manual input
screen. Check the denomination of the rejected banknote in the list and click the

denomination on the screen to input.

1,000 3 0 3 000 0 000 4
000 0 5,000 1y 1 2 5,000 1 Ty 2
10,000 7 0 7 10,000 T 10,000 7 o7
50,000 0 50,000 0 50,000 5 0 5
Total 16 0 16 Total 16 1 17 Total 16 2 18

v v .

ACCEPT  BACK ACCEPT BACK

5) After selecting the denomination, press [Add] and [Sub] on the right side of the screen to
enter the quantity of the rlnputR item.
- [Add]: The number of the input item increases by 1 each time pressed.

- [Sub]: The number of the input item decreases by 1 each time pressed
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6) After completing manual input, press

The count information is modified and reflected

KRW 1,000

COUNT

20-04-16
14:34:28

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

KRW

18
334,000

BH 3250756 C IEEEEEY REJ

o

BATCH

—

PRINT

M A +

DATA DENOM

¢ >/l

START/STOP

the [ACCEPT button to apply.

Count Result - Detail (KRW)

Ciisnn

in the count result screen .

m Banknote  Serial No.

AV =

PRINT

X

MENU

Y You can also check t he manually entered count data in the count result

Result]), and it is indicated as (M) in the denomination item.

USB 6.77/30:14 GByte

Count Count Count :
Black List

Count Result - Detail (KRW)

1,000 3 3,000

(M) 1,000 1 1,000
5,000 1 5,000

(M) 5,000 1 5,000
10,000 7 70,000
50,000 5 250,000
L o L 1
_Joal M8 ..334.000

5

BACK

([ DATA]y[ Count

1,000 3 3,000

(M) 1,000 1 1,000
5,000 1 5,000

(M) 5,000 1 5,000
10,000 7 70,000
50,000 5 250,000
T Total 18 334,000

m Banknote ~ Serial No.

AV =

DOWN PRINT

____________________________

X

MENU

ho)

BACK
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4.2. Refresh Auto Assign

This is an automatic restart of the batch settings in  the pocket, which allows you to count

banknotes that are injected after the batch is full without any additional steps.

1) Chec krRefiesSh AutoAssign R i s sel ect ed ioht heCorupt iOprt R omeRn u .
Ifitisoff, press the r Refresh Aaadppy aAdpsessghe RBBACKH lButtok b o x

to return to the previous menu.

Setup -> Option

Count Option Display Option
v Auto feed start I~ Init count at feed start
I~ CF detect motor stop [~ Banknote sort by high

I~ Reject image
¥ Refresh auto assign [~ Banknote generation display

I~ Individual batch [~ Count detail view

v Double clear (Add mode) M Detail view switch auto

I~ Jam Recovery M Denomination display always

I~ Old type fitness ui I~ Display mixed currency amount
[~ Display pocket amount

Function Option Print Option
v Serial No. I~ Input reject count
v BlackList detect I~ Auto print
I~ BlackList detect motor stop |~ Denom series print
¥ SN duplicate detect I~ Serial number print
v Save serial number I~ Serial image print
|~ Save serial image I~ Signature line

I~ Save reject serial number Print Bank Name

¥ Auto total update
I~ Auto backup data to usb

Login Option Mode Option

I~ Select login user v Verify v Free

I~ Request user password v Ticket I~ CF On/Off

I~ User change v Scan - D.D

I~ Dual user I~ Clearance I~ Batch Card
v Deposit ¥ Fitness
¥ Mix Currency
v Auto Currency

2) Press and hold the [MODE] button to select by pressing [Auto] inthe [Value] tab on the
status screen, and press the [ACCEPT button to apply. Or you can also change the count

mode AumRr by pr e $DEN®MW buitdn eeveral times briefly .
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Fitness Value Fitness Free

- “ i perer

Orient Direction Face Orient Direction

KRW 1,000
COUNT
KRW 5,000

COUNT

KRW 10,000

Old/New Tape Ticket Deposit Old/New Tape Ticket Deposit
COUNT

KRW 50,000

COUNT

A+

DENOM ADD

¥ >/m

MENU START/STOP

NORMAL NORMAL

Y = Y =

ACCEPT CANCEL ACCEPT CANCEL

3) When the setting is completed, the count mode display on the screen is changed to
rAUTOR .

20-04-17
. 11:19:04

AUTO

COUNT

AUTO

COUNT

AUTO

D
COUNT

TOTAL

KRW

ull A +

DATA DENOM ADD

¢ >/

START/STOP

4) Put the note s in the hopper and proceed with counting.

The screen below shows count results of 11 50,000 won bills, 20 10,000 won bills, and

5,000 and 1,000 won bills. (The 5,000 and 1,000 won bills were rejected without the
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designation of pockets.)

5) For ease of understanding, batch is set to 10 notes and the feeding stops when the 10

notes are counted.

Count Result - Detail (KRW)

g™ p— 20-04-17
vaLe CID@EERE
ket “19:09 Denom Count Amount

ploeNom | | BATCH | 1,000 0 0
KRW 50,000 10P 5,000 0 0
A COUNT 1 O 10,000 20 200,000
e - 50,000 11 550,000
KRW 50,000 10P
COUNT 1 Total 31 750,000

KRW 10,000 10P

COUNT 10

KRW 10,000 10P

COUNT 10

31
/750,000

EE0545788B R

AN

m Banknote ~ Serial No.

AV B % BB

DOWN PRINT MENU BACK

>/l

START/STOP

6) In this state, when you take out the counted banknotes from your pocket (batch full
pocket), the remaining b anknotes on the hopper are inserted again and proceeds

counting , and the new batch proceeds.

The quantity and amount of the newly counted bills are displayed as shown on the right -

hand side below.
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20-04-17
11:20:23

20-04-17
11:19:53

DENOM BATCH
KRW 10,000 10P

COUNT 14

KRW 50,000 10P

COUNT 1

KRW 10,000 10P

C\ count 10

KRW 10,000 10P

P DENOM BATCH ||
KRW 50,000 10P

COUNT 10

KRW 50,000 0P

COUNT 1

KRW 10,000 0P

C| sounr 10

KRW 10,000 0P

D! counr 10

TOTAL 35

i) /790,000
DA3748264J REJ

D\ count 10

31
750,000

EE0545788B R

==\/= M A +

A+

DENOM ADD BATCH DATA

[—| ¢ >/l

PRINT CLEAR START/STOP

>/l

START/STOP

When banknote s additional ly inserted after a full batch are different denominations, a
mark of the DENOM tab of the corresponding pocket changes into the denomination of the

stacked banknotes.

When the Refresh Auto Assign function is not used, the  notes injected after the batch is

full is not counted, and all are rejected.
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4.3. SN Duplicate Detect

This function detects the same serial number during counting.

1) Checkt h aSN Duplicate Detect R i s selected in rFunction OptionhF
If it is off, press the checkboxinfront of r SN Duplicate Detettet R to sel e

[BACK] button to apply .

Setup -> Option

Count Option Display Option

v Auto feed start I~ Init count at feed start

I~ CF detect motor stop I~ Banknote sort by high

¥ Manual Input I~ Reject image

¥ Refresh auto assign I~ Banknote generation display

I~ Individual batch I~ Count detail view

v Double clear (Add mode) M Detail view switch auto

I~ Jam Recovery M Denomination display always

[~ Old type fitness ui I~ Display mixed currency amount
I~ Display pocket amount

KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

Function Option Print Option
¥ Serial No. I~ Input reject count
[V BlackList detect I~ Auto print
|~ BlackList detect motor stop |~ Denom series print
| © SNduplicatedetect | I~ Serial number print
¥ Save serial number I~ Serial image print
I~ Save serial image I~ Signature line

[~ Save reject serial number Print Bank Name

¥ Auto total update
I~ Auto backup data to usb

Function timer

Login Option Mode Option

I~ Select login user v Verify v Free

I~ Request user password v Ticket I~ CF On/Off

I~ User change ¥ Scan - D.D

I~ Dual user I~ Clearance I~ Batch Card
¥ Deposit [V Fitness
¥ Mix Currency
v Auto Currency

Ml A

DATA DENOM ADD

¢ | >/l

CLEAR START/STOP

2) When the setting is con appe

center of the screen .

3) Putthe note in the hopper and proceed with counting.
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4) If there are duplicate serial numbers as a result of counting, a screen showing the

detected serial numbers appears. Duplicate serial numbers are displayed in red

Serial No.
FA3206310H Duplicate
KRW 1,000 5 BF2367070A Duplicate
AE1005970L Duplicate
COUNT EL3033593J Duplicate

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

8 =+

DENOM

>/m 3 = e >/m

START/STOP PRINT CLEAR START/STOP
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4.4. Verify

The Verify function is a function to check whether the previou s count result and the current

count (re -count) result are matched for accurate counting

1) Ch e c kverifyR
| f it i s

sel iofnt hreMordGep tGpotni R nnike n u .
pr ess applp and prase the [BACR] buttorete kelbum xo

i s ected

of f,

the previous menu.

Setup -> Option

Count Option
¥ Auto feed start
I~ CF detect motor stop
¥ Manual Input
¥ Refresh auto assign
I~ Individual batch
¥ Double clear (Add mode)
I~ Jam Recovery
I~ Old type fitness ui

Display Option
I~ Init count at feed start
I~ Banknote sort by high
I~ Reject image
[~ Banknote generation display
[~ Count detail view
M Detail view switch auto
M Denomination display always
I~ Display mixed currency amount
- Display pocket amount

Function Option
v Serial No. I~ Input reject count
¥ BlackList detect I~ Auto print
I~ BlackList detect motor stop |~ Denom series print

Print Option

¥ SN duplicate detect
¥ Save serial number
I~ Save serial image

I~ Serial number print
I~ Serial image print
I~ Signature line

I~ Save reject serial number Print Bank Name

¥ Auto total update
I~ Auto backup data to usb

Function timer

Login Option
I~ Select login user
I~ Request user password
I~ User change
I~ Dual user

Mode Option
© e

[V Ticket

¥ Scan

I~ Clearance

Jv' Deposit

¥ Mix Currency
¥ Auto Currency

I~ CF On/Off
I~ D.D

I~ Batch Card
v Fitness

2) Put the note in the hopper and proceed with counting

3) [After the counting is completed, press the [MENU] button briefly to display the menu

window. From here, press [Verify] to select.

2 'Counting complete’ refers to the state in which all notes have been removed from the pocket after

the notes were inserted and counting was performed .
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KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

829,000
aHs2507560

% A+

BATCH

= >/m

PRINT START/STOP

USB 6.77/30:14 GByte

. Fitness Tape Backup
Verlfy
Remove
UsB

Ciisnn

USB 6.77/30:14 GByte

Fitness Tape Backup
Ve ny Leve'
Remove
usB

20-04-17
L7 1000 [ 14:16:56

KRW 1,000 100 P

COUNT

LGUR]

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

719,000

BH 3250756 CREEEEUERY REJ
ull A -

BATCH DATA DENOM

— . >/l

PRINT START/STOP

4) You can see that all previous values inside the mark line become r 0 R.

5) Re-insertthe note to proceed with counting, and check if the count results match  (Upper

right counting display screen).
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6) After checking the count result, remove all notes from the pocket, and a message window

appears asking if you want to finish  verify.

y Press[Yes] to finish verify, or [No] to continue.

Vg 20-04-17 7P
O] e DDREE vaLe EEEERE

KRW 1,000 KRW 1,000

COUNT COUNT

LGUR] KRW 5,000

E A Stop verify count? COUNT
KRW KRW 10,000
COUNT

KRW 50,000

COUNT

/19,000 829,000

BH 3250756 CEgezaluille REJ BH 3250756 CIEREENEES
==\/= A + T % ull A +

BATCH BATCH DATA DENOM

— . >/l — >/m

PRINT START/STOP PRINT START/STOP

If [Yes] is pressed, the first counted va lue is displayed if the coun t result is different.

You can see that the value of pocket s (C, D) is different .
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4.5. Scan

This function acquires the image of the inserted notes and s aves it in an external USB memory.

It is mainly used to check the status of the  Reco unit or to identify the information of the

notes.

Scan mode setting and performing

1) Checkifthe SRbR m s selected in rModee®p®Ri onR of
If it is off, press t he c heandkpoesskhe i[BACH] button to
apply.

Setup -> Option

Count Option Display Option

¥ Auto feed start I~ Init count at feed start

I~ CF detect motor stop I~ Banknote sort by high

¥ Manual Input I~ Reject image

¥ Refresh auto assign I~ Banknote generation display

I~ Individual batch I~ Count detail view

¥ Double clear (Add mode) M Detail view switch auto

I~ Jam Recovery M Denomination display always

I~ Old type fitness ui I~ Display mixed currency amount
I~ Display pocket amount

Function Option Print Option
v Serial No. I~ Input reject count
Jv BlackList detect I~ Auto print
[~ BlackList detect motor stop |~ Denom series print
¥ SN duplicate detect I~ Serial number print
v Save serial number I~ Serial image print
I~ Save serial image I~ Signature line

[~ Save reject serial number Print Bank Name

¥ Auto total update
I~ Auto backup data to usb

Function timer

Login Option Mode Option

I~ Select login user v Verify v Free

I~ Request user password v Ticket I~ CF On/Off

- eorarre

I~ Dual user I~ Clearance I~ Batch Card
v Deposit [V Fitness
¥ Mix Currency
¥ Auto Currency

2) Press and hold the [MODE] button to check that the [Scan] function is selected on the
status screen. When the function is selected, the border of  the icon is highlighted.

If it is off, press the [Scan] icon to select and press the [Accept] button to apply .
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KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

[}
HE.
MODE

¥

P

NA

BATCH

=

RINT

20-04-17 | Mode

Value Fitness

i W

Orient Direction

Old/New Ticket

Tape

Deposit

A

DENOM

>/m Y X

START/STOP ACCEPT CANCEL

Ciisnn

Value Fitness

Orient Direction

Old/New Tape Ticket Deposit

<4 NORMAL

X - | x

ACCEPT

CANCEL

3) Insert the USB memory into the USB port at the bottom of the front of the product

4) Put the note in the hopper and proceed with

59

KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

counting.

KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT
TOTAL

KRW

AB7225110E
DENOM

>/l

START/STOP

L %

CLEAR

DENOM

>/l

START/STOP
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y If the USB memory is not in serted, the following message will appear.

In this case, insert the USB memory and press [OK].

g . 20-04-17
@, IRZVR +] 7 | scan] soo [ 15:16:36

KRW 1,000 KRW 1,000

COUNT COUNT

KRW 5,000

COUNT A

/1\, No usb memory.
KRW 10,000 (Scan Mode)

COUNT

KRW 50,000

COUNT

A+ = A

DENOM DENOM

>/l >/l

START/STOP START/STOP

5) Click the count data part (screen) on the count result screen, or press the [DATA] button

shortly and ptreRessulhteR riCwtutmenu. i n the count

20-04-17 USB 6.77/30:14 GByte
15:21:58

Count Count Count ’
ReSUﬁ I
KRW 1,000
COUNT Black List

KRW 5,000
COUNT
KRW 10,000

COUNT

KRW 50,000

D
COUNT

TOTAL
KRW

AB7225110E

Ll A

DATA DENOM ADD

¢ >/

CLEAR START/STOP
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6) After moving to the count result screen, press [Scan] at the bottom right of the screen

Count Result - Detail (KRW) Count Result - Scan (KRW)
1,000 0 0
5,000 0 0
10,000 1 10,000
50,000 1 50,000
Total 2 60,000

Detail Banknote  Serial No. m

A v & %

DOWN PRINT MENU BACK

m Banknote  Serial No. Scan

A v & %

DOWN PRINT MENU BACK

7) All counted denominations are displayed. You can check the image of the notes by

clicking each denomination.

Count Result - Scan (KRW) Count Result - Scan (KRW)

Denom
1 | 50000

Detalil Banknote  Serial No. Scan Detalil Banknote ~ Serial No. Scan

v & % -

PRINT MENU BACK )

v = ¥ .

PRINT MENU BACK )
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8) To save the image of the scanned notes, press the [MENU] button briefly, and press

[Export] on the menu screen to select .

Count Result ->Menu

Count Result - Detail (KRW)

5,000 0 0
10,000 1 10,000
50,000 1 50,000

Total 2 60,000

m Banknote  Serial No. Scan

AV B ¥ B

PRINT MENU BACK

9) When the message window appears, press the [Yes] button .

Count Result -> Menu Count Result ->Menu

“

/a\ Backup? /1\, Backup success.
N\ AN

_YN Ok“,
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10) When the image hasbeensaved, the rBackup successR message \
Press[Ok] to complete data saving .

y Scanned images are saved by date in the B3Backup \ Scan folder on the USB memory .

&| KRW_20200417152152624_50000_JC1...

al|

&| KRW_20200417152152714_10000_AB7... 20

55

rA o am

o 1 W &
lot
e
—————

=l
ioag

L
3

Scan port setup and manual scan

In addition to the USB port, you can use the LAN port (FTP) to transfer scanned images.

1) Pressthe [MENU] button briefly and select it by pressing [Scan] in the menu window.
You will be taken to a window where you can change settings relate  d to scanning .

20-04-20 USB 6.77/30:14 GByte
11:45:48

Fitness Tape Backup
KRW 1,000
Remove

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

>/l

START/STOP
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2) The screen below shows that the transmission path of the scanned image is USB (default
setting). If you press [FTP Enable] at the bottom left of the screen, you can change the

scanned image transmission .

3) Click [FTP Enable] to switch to the screen where the [Setup] icon for FTP settings is
enabled. Press[Setup] to switch to the FTP setting screen .

Scan Scan

SCAN Setting SCAN Setting
Upload UsB Upload FTP
FTP Server 192.168.20.13:21
FTP UserID
FTP Passwd
FTP Path /HOME

FTP FTP

4) Click each menu [User ID], [Password], [FTP Path], [Server IP], [Device IP] of 'FTP

Setting' to change each setting related to FTP as shown below.
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Scan -> FTP Setup

Ciisnn

FTP Path
Local ]PN

Scan -> FTP Setup -> User ID

ACCEPT CANCEL

< User ID input, setting screen >

65

Scan -> FTP Setup -> Password

ACCEPT CANCEL

< Password input, setting screen >
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Scan -> FTP Setup -> FTP Server IP
Value

IP 192.168.20.13

Scan -> FTP Setup -> FTP Path

Input figl®lI=

v s

ACCEPT CANCEL ACCEPT CANCEL

< FTP Path input, setting screen > < Server IP input, setting screen >

When the network setup is complete, you can check the connection status in the following way.

Scan -> FTP Setup -> FTP Server IP Scan -> FTP Setup -> FTP Server IP
Value Value

192.168.20.13 IP 192.168.20.13

Please wait.

(Don't turn off the power.) 192.168.20.13 ping fail.

Ping Check Ping Check

Y X

ACCEPT CANCEL

Y X

ACCEPT CANCEL

Click the rPingR touch button as above to check th

If the screen on the right appears, the connection has failed
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Scan -> FTP Setup -> FTP Server IP Scan -> FTP Setup -> FTP Server IP
Value Value

192.168.20.13

Please wait.
(Don't turn off the power.)

Ping Check

v

ACCEPT

X

CANCEL

Ciisnn

IP 192.168.20.13

192.168.20.13:21 check fail.

Ping Check

v s

ACCEPT CANCEL

Click the r Chec kabovetocheckthebnatwork@anneetion status.

If the screen on the right appears, the connection has failed.

Setup -> Interface -> Network -> Local -> IP
Value

IP 192.1

Mask 255.255.255.0

Gateway 192.168.0.1

%%

ACCEPT

X

CANCEL

< Device IP (Local IP) input, setting screen >
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Setup -> Interface -> Network -> Local -> IP Setup -> Interface -> Network -> Local -> IP
Value Value

IP 192.168.0.10 IP 192.168.0.10
Mask 255.255.255.0

Mask 255.255.255.0

Gateway 192.168.0.1 Gateway 192.168.0.1

Please wait.

(Don't turn off the power.) 192.168.0.1 check fail.

v s

ACCEPT CANCEL

v s

ACCEPT CANCEL

Click the rCheckR touch button as above to check t

If the screen on the right appears, the connection has failed.

Manual Input

By default, the file name ofrrericyh RatesDerominaticch Semala ge i s set

Number R.
The user can also manually enter the number below the denomination through th e manual input

function.

1) Press the [MENU] button briefly and select it by pressing [Scan] in the menu window .
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Scan
SCAN Setting

USB 6.77/30:14 GByte

Fitness Tape Backup
Level el Data
Remove
usB

Upload usB

2) Press at the bottom right  of the scan screen to select .

y Ifthereis no note inthe hopper and press , the following message
window appears. In this case, put the note in the hopper and press the [Ok] button .

Scan

SCAN Setting
Upload FTP

FTP Server 192.168.20.13:21
FTP UserID

FTP Passwd

FTP Path /HOME

/I\ Put the note on the hopper.

3) The acquired image is displayed on the screen as the note is loaded.

Press[Ticket] above the image on the left side of the screen to select

69 Kisan Electronics Co., Ltd.



K5A Operation Manual Qis/N

Scan -> Manual Input

Value

Ticket

Y X

ACCEPT CANCEL

4) Manually enter the name of the ticket to be saved in the number pad on the screen, and
press [OK] A [ACCEPT] buttons in order to scan, and then, input the ticket name of data to

be saved.

Scan -> Manual Input Scan -> Manual Input

Value Value

Ticket I Ticket

Y BB A V Y s

ACCEPT CANCEL up DOWN ACCEPT CANCEL
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5) Inthe state the ticket name is entered, the scanned image is saved in the format of

r MANUAL date_ticket name. bmpR.

Ex) MANUAL_20200420115206552_50000.bmp

MANUAL_20200420115254830_10000.bmp

2 If the image storage path is set to FTP, but the LAN  cable is not connected to the LAN port, the

following message will ap pear.

Fail to connect server!
Continue scan?
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4.6. Deposit

Set up and execute deposit mode

1) CheckifSCdonirbassé$elected in rMode OptionR of the

I f it is off, press dpplyeandpissghe $EACKRutDm B ceturn  x
the previous menu.

Setup -> Option

Count Option Display Option

¥ Auto feed start I~ Init count at feed start

I~ CF detect motor stop I~ Banknote sort by high

¥ Manual Input I~ Reject image

¥ Refresh auto assign I~ Banknote generation display

I~ Individual batch I~ Count detail view

¥ Double clear (Add mode) M Detail view switch auto

I~ Jam Recovery M Denomination display always

I~ Old type fitness ui I~ Display mixed currency amount
I~ Display pocket amount

Function Option Print Option
v Serial No. I~ Input reject count
Jv BlackList detect I~ Auto print
[~ BlackList detect motor stop |~ Denom series print
¥ SN duplicate detect I~ Serial number print
v Save serial number I~ Serial image print
I~ Save serial image I~ Signature line

[~ Save reject serial number Print Bank Name

¥ Auto total update
I~ Auto backup data to usb

Function timer

Login Option Mode Option
I~ Select login user v Verify v Free
I~ Request user password v Ticket I~ CF On/Off
I~ User change ¥ Scan - D.D
I~ Dual user Clearance I~ Batch Card
> s
¥ Mix Currency
¥ Auto Currency

2) If you press and hold the [MODE] button on the main screen as shown below to switch to
the mode setting screen, check if the [Deposit] function has been selected.
When the function is selected, the border of the icon is highlighted. If it is off, press the

[Deposit ] icon to select and press the [ACCEPT button to apply .
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Value Fitness Free

i

Fitness

i m

Orient Direction

KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

Orient Direction

Old/New Tape Ticket

Old/New Tape Ticket Deposit

COUNT

KRW 50,000

COUNT

A

<4 NORMAL
BATCH DENOM ADD

= >/m

PRINT START/STOP

Y ' X

ACCEPT CANCEL

Y. =

ACCEPT CANCEL

3) When the deposit function is se t, the [Deposit] menu icon is created at the bottom left of
the counting screen as shown in the screen below . Click [Deposit] to switch to the screen
where you can enter the deposit ¢ lient ID.

Deposit -> Client ID
16:51:56

KRW 1,000

COUNT

KRW 5,000

COUNT

KRW 10,000

COUNT

KRW 50,000

COUNT

TOTAL

KRW

Deposit “
as ul A

MODE BATCH DATA DENOM ADD

=2 B >/m Y e

MENU PRINT CLEAR START/STOP ACCEPT CANCEL

4) You can enter client ID with numbers, uppercase and lowercase letters, and special

characters (-, ).

Enter all client IDs and press the [ACCEPT button .
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Deposit -> Client ID

Ige N1 e8KJB-20200420-01

5) The screen will change to the one for entering  [Amount], [Seal No.], and [Bag No.].

Enter each item using the English and the number pad, and press the  [Ok] button to enter.

?  You can only enter numbers in the [Amount] item.

Deposit -> Total Amount Deposit -> Total Amount
Amount Amount
Amount 0 Amount 200000

SEEIN SEEN 001

Bag No Bag No Bag-01

1 0 Erase
A \V% v X

Y =

ACCEF’T CANCEL

6) After entering all items, press the [ACCEPT]button to register the entry on the device

up DOWN ACCEPT CANCEL

7) The deposit function use setting is completed, and the count standby screen appears.
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Put the banknotes in the hopper and start counting .

8) When the cou nting is completed , the count information appears on the screen .

viLe EEEDE e CEEDE

P DENOM P DENOM
KRW 1000 KRW 1000

COUNT A COUNT

G G

| KRW 5000 KRW 5000
COUNT B COUNT
KRW

TOTAL

9
13000

D : KJB-20200420-01 ———— D :KJB-2020042001
AMOUNT : 200000 Deposii  AMOUNT : 200000 i)

% nli A + = % ull A +

Deposit

BATCH DATA DENOM ADD MODE BATCH DATA

[— >/m X = € >/m

PRINT START/STOP MENU PRINT CLEAR START/STOP

9) If you press [Complete] on the menu that appears by taking out banknotes from all
pockets, or pressing [Deposit] on the bottom left of the screen, a  message window

appears asking if you want to complete the operation.
Click [Yes] to switch to the deposit result confirmation window

Deposit | Deposit

Mode
[Deposit]

10) In the deposit result confirmation window, press the [ACCEPT] button .

11) You can check whether the count result and the amount of the deposit match.

75 Kisan Electronics Co., Ltd.














































































































































































































































































































































































